
TYPE OF PERMIT:           Building Shed Deck Pool Other 

BUILDING PERMIT 

JOB SITE 

ADDRESS:    

NAME:  

DATE: 

Plat #_______  Lot#________  Development _______________  

  Commercial    Industrial  

 One-Family    Two-Family 
  Public  

ISSUED BY:     DATE: 
BUILDING OFFICIAL
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Name  

Address  

Email 

Fax No.  

City  Telephone No.  

State/Zip Cell No 

Name  

Address  

Email 

Fax No.  

City  Telephone No.  

State/Zip Cell No.  

Name  

Address  

Email 

Fax No.  

City  Telephone No.  

State/Zip Cell No. 

BUILDING SQUARE FOOTAGE 

Level 1 

Level 2 

Bsmt Finished 

Bsmt Unfinished 

 

Pool Size 

Deck sqf 

Garage/Shed 

PERMIT FEES 

  PROJECT VALUATION          

  SHED 

  DECK         

  POOL 

   

TOTAL  
  PERMIT FEE       

ADDITIONAL ACKNOWLEDGEMENTS  

Except as provided by law, where any work has been started prior to obtaining this
permit, the regular fee shall be doubled.  

This permit shall expire in 12 months unless extended by building official. 

ALL WORK MUST BE INSPECTED. It is the responsibility of the permitee to call for
inspections. No work shall be concealed or covered until approved by the inspector. 

DATE:X 

ATTACH SITE PLAN, DRAWINGS, AND/OR BUILDING PLANS 

$ 

$ 

$ 

$ 

DESCRIPTION OF PROJECT: 

SIGNATURE OF OWNER OR AGENT 

Company Name: Phone: 

State Lic. # 

Company Name: Phone: 

State Lic. # 

Company Name: Phone: 

State Lic. # 

$ 
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Permit No.___________________ 

$ 

Property is in a Flood Plain?     Yes   No     MPE_________ 

City Of Stuart 
119 E Front St. P.O. Box 370 Stuart, IA 50250 | Ph: 515-523-1455 | Email: stuart5@coonvalleytelco.com 



Veenstra & Kimm Engineering
3000 Westown Parkway

West Des Moines, IA 50266 1320

515

REQUIRED COMMERCIAL BUILDING INSPECTIONS

Site Inspection������.Waddles/Silt Socks, Portable Toilets, Dumpster, Temp Address

Footings ���������..Prior to pouring concrete, after forms, rods and insulation (if applicable)

Footing Walls�����..�.Prior to pouring concrete, non centered uprights tied to center

Electrical Temp Pole��..After pole in place, ground rod and GFCI�s installed

Sewer/Storm/Water��..Drainage pipe with 10ft head, gravel bed, Tracer wire on Pex,

Groundwork Plumbing....10ft head wet test or air test, gravel bed, staked down.

Groundwork Electric��..Check for proper depth of conduit/cable, Ground Rods

Plumbing Rough�����.Prior to insulation, wet test with 10ft head or an air test.

Electrical Rough�����..Prior to insulation, Grounding/Bonding in place. (electrical released after)

HVAC Rough�������..Prior to insulation. 1 1/2 time working pressure gas test. See IFGC406.4

Framing Rough������Prior to insulation, after all mechanicals roughed in.

Insulation���������Prior to drywall

Sidewalk & Approach��.Prior to pouring concrete, granular compacted gravel, StopBox sleeve. (see SUDAS)

Final������������No structure may be occupied until final inspection and Certificate of
Occupancy has been issued. Project manager to keep record of all special
inspections and transferred to us at completion of project.

Call V&K at 515 to schedule an inspection

Inspections are between 8:00 and 4:30pmM F

Temporary safety railings are required around open stairwells before mechanicals are installed!

ost cities will have adopted the 2015 IRC & IBC Building Codes along with the 201 NEC Electrical
Code



Example Site Plan
80’ 6” 
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FRONT PROPERTY LINE 

95
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HOUSE

REAR PROPERTY LINE 

Proposed Deck 

Proposed Garage

7’

10’ 0’ 

18’ X 10’6” 

7’ 0” 

Site plans shall include distances from all 
building to all lot lines and distances from 
building to building. 
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